BIA101 - New Edition

The Body Composition Reference

Over 3.000 validation studies aond papers
30.000 sold devices world wide




Az INSUMED modszer alkalmazasanak az eredményét az orvosnak az AKERN 101 BIA (bioimpedancia
elven miikodd késziilékkel) méromiiszerrel kell hetente - kettd hetente elenériznie. A BIA mérés id6
igénye csekely, 5 percig fekszik a paciens a mérés elott, a mérés par masodperc csupan. A mérési adatok
kiértékelését az INSUMED - AKERN software végzi. Az INSUMED - AKERN software és az AKERN 101
BIA mérékészllék hasznalata a tandcsadas sikerének egyik alapja és feltétele.

A miiszer technikai paraméterei:

The BIA 101 is the forerunner of all the commercially available bioelectrical impedance analysers.
Its unsurpassed reputation is probably due to the long history of measurement consistency (above
25 years) and its overall reliability. Many devices sold in the early eighties, after more than two
decades are still operating perfectly, showing direct readouts of resistance and reactance from

a 50 kHz sine constant current source, and with the unique add-on that the values are quality-
controlled by proprietary microprocessor based feedback. The physiological data analysis yield
reliable (three component model) body composition estimates (FM-ECM-BCM) with fluid and
hydratfion diagnosis.

It is the ideal device to detect phase sensitive impedance
variations at reasonable costs. Ifs flexibility renders the

BIA 101 suitable for any medical and non-medical use,
ranging from the fithess area to life saving theatres; from
animal studies or simply solid circuits analysis to livestock
assessments. The thousands of publications on all these fields |
are but an indication on its reliability, precision and fiexibility.

DATASHEET BIA101 New Editfion \ 4“ “

Resistance (Rz) 0 - 999 ohm
Reactance (Xc) 0- 100 ohm A
Power Supply And Recharge 3 x Li-lon Battery }
Max. Recharge Time 4 hours \
Output Signal Type DC zero sinusoidal signal iq_ -
Output Current 400mA @ 50 kHz + 1% .
Frequency Measurement Sinusoidal signal freq. 50 kHz + 1% ?
Electrical Protection Class  Infernal source medical device Double W
insulation TYPE BF j— ,'—‘,’
Classification CE Class llA -type BF -Medical Device - 1
Norms Notified Body: IMQ SPA (CE 0051) Direttive: \.
2007 /47 /CEE -EN 60601-1-2, EN60601-1
Overall Dimensions Length: 25 cm Width: 16 cm

Height: 11 cm Weight: 1 kg

Az INSUMED - Akern software informacioét nyujt a test osszetételérdl
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Grafikai és numerikus informaciok %/kg - ban és kg/m - ben

keresztnév : Zo
csaladnév : Zo FM : 23% (18.8 kg) E

sziiletési datum 1955.12.05. BCM: 57% (364 kqg)

életkor : 57 TBW: 56% (4641)

neme : M ECW : 42% (19.7 1) p | | |
magassag : 169 cm PA: 6.8 °

haskér- fogat : 102.0 cm BMI : 28.8

WHtR : 0.60 BMR: 1810 Kcal

testsaly : 82,2 kg

%/kg -> kg/m

keresztnév : Zo
csaladnév : Zo FM: 11.1 kg/m

sziiletési datum 1955. 12. 05. BCM : 21.6 kg/m

életkor : 57 TBW : 27.51/m
neme : M ECW : 11.6 I/m
magassag : 169 cm PA: 6.8°
haskor- fogat : 102.0 cm BMI : 28.8
WHtR : 0.60 BMR: 1810 Kcal
testsaly : 822 kg

kg/m -> %/kg

Numerikus informaciok
WHIR: haskorfogat index
BMR: alapanyagcsere

FM: zsir allomany

FFM: zsir mentes allomany
BCM: aktiv sejtallomany
ECM: extra cellularis allomany
TBW: teljes viz

ECW: extracellularis viz
ICW: intra cellularis viz

Pa: fazisszdg

Rz: 6hmos ellenallas

Xc: kapacitiv ellenallas
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